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 EA274108 

 w   Schrack-Info
  For easy switching of complex requirements. It is very easy with the EASY control relay to realize 
the requirements only with a keystroke or with the comfortable EASY-Soft on the PC. The easy menu 
navigation simplifies the entering. Saving of installation and wiring costs. 

   
    EA274103  EA274104  EA274108  EA274109  EA274115  EA274121 
 Nominal supply power  100 - 240 V AC  100 - 240 V AC  24 V DC  24 V DC  100 - 240 V AC  24 V DC 
 Power losses  5 VA  5 VA  2 W  2 W  10 VA  3,5 W 
 Input, digital  8  8  8  8  12  12 
 Input analog 0-10 V (option)  -  -  2  2  -  4 
 Output, digital (R=relay, T=transistor)  4R  4R  4R  4R  6R  8T 
 Output analog 0-10 V (option)  -  -  -  -  -  - 
 LC-display/keypad  yes/yes  yes/yes  yes/yes  yes/yes  yes/yes  yes/yes 
 Week-/year timer   -/-   yes/yes   -/-   yes/yes  yes/yes  yes/yes 
Continues output  8A  8A  8A  8A  8A  0,5 A 
 Shortcircuit proof at cos phi=1  MCB B16 = 600 A  - 
 Shortcircuit proof at cos phi=0,5…0,7  MCB B16 = 900 A  - 

 Terminal connection 
 0,2-4,0mm² (AWG 22,12), rigid

0,2-2,5mm² (AWG 22,12), flexible 
 Degree of protection  IP 20 
 Radio frequency interferation  EN 55011, EN 55022 class B, IEC 61000-6-1,2,3,4 
 Working ambient temperature   -25°C … +55°C  
 Transport and stock temperature   -40°C … +70°C  
 Approvals  EN50178, IEC/EN 60947, UL, CSA 

 Mounting 
 railmounting acc. DIN 50022, 35 mm or 

 for screw mounting use adapter ZB4-101-GF1 
 Measurement (W x H x D) mm  71,5 x 90 x 58 mm  107,5 x 90 x 58 mm 
                     
                     
    EA212314  EA232112  EA256267  EA274110  EA274113  EA274119 
 Supply power  100 - 240 V AC  24 V DC  100 - 240 V AC  24 V DC  24 V DC  24 V DC 
 Power losses  10 VA  4 W  10 VA  2 W  7 VA  3,5 W 
 Input, digital  12  12  12  8  12  12 
 Input analog 0-10 V (option)  -  -  -  2  4  4 
 Output, digital (R=relay, T=transistor  6R  6R  6R  4R  6R  6R 
 Output analog 0-10 V (option)  -  -  -  -  -  - 
 LC-display/keypad   -/-    -/-   yes/yes   -/-   yes/yes  yes/yes 
 Week-/year timer   -/-    -/-   yes/yes  yes/yes  yes/yes  yes/yes 
Continues output  8A  8A  8A  8A  8A  8A 
 Shortcircuit proof at cos phi=1  MCB B16 = 600 A    
 Shortcircuit proof at cos phi=0,5…0,7  MCB B16 = 900 A    

 Terminal connection 
 0,2-4,0mm2 (AWG 22,12), rigid

0,2-2,5mm2 (AWG 22,12), flexible 
 Degree of protection  IP 20 
 Radio frequency interferation  EN 55011, EN 55022 class B, IEC 61000-6-1,2,3,4 
 Working ambient temperature   -25°C … +55°C  
 Transport and stock temperature   -40°C … +70°C  
 Approvals  EN50178, IEC/EN 60947, UL, CSA 

 Mounting 
 railmounting acc. DIN 50022, 35 mm or 

 for screw mounting use adapter ZB4-101-GF1 

 Measurement (W x H x D) mm   107,5 x 90 x 58 mm 
 107,5 x 90 x 72 

mm 
 71,5 x 90 x 58 

mm 
 107,5 x 90 x 58 mm 

   

 Modular devices, control units 

 w   PLC Series EASY 



Order no. blue: on stock, usually ready for delivery on the day of order
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 w   Dimensions 

   

 w   Dimensions 

   

 Modular devices, control units 

 w   PLC Series EASY 

 DESCRIPTION    AVAILABLE  ORDER NO. 

 EASY512ACRC-100-240VAC, control relay, 8IN-digital, 4OUT-relays, clock    EA274104 

 EASY512ACR-100-240VAC, control relay, 8IN-digital, 4OUT-relays    EA274103 

 EASY512DCR-24VDC, controlrelay, 8IN-digital, 4OUT-relays    EA274108 

 EASY512DCRC-24VDC, control relay, 8IN-digital, 4OUT-relays, clock    EA274109 

 EASY512DCRCX-24VDC, control relays without display, 2IN-Analog, 2IN-digital, 4OUT-relays    EA274110 

 EASY719ABRC-24VAC, control relay, 4IN-Analog, 8IN-digital, 4OUT-relays; clock    EA274113 

 EASY719ACRC-100-240VAC ,control relay,12IN-digital, 6OUT-relays, clock    EA274115 

 EASY719DCRC-24VDC,control relay, 12IN-digital, 6OUT-relays, clock    EA274119 

 EASY721DCTC-24VDC,control relay, 12IN-digital, 8OUT-Transistor, clock    EA274121 

 EASY618ACRE-240VAC, control relay expansion, 12IN-dig, 6OUT-relays     EA212314 

 EASY618DCRC-24VDC ,control relay expansion, 12IN-digital, 6OUT-relays    EA232112 

 EASY819ACRC-100-240VAC, control relay, 12IN-digital, 6OUT-relays, clock    EA256267 

 Windows programing software for easy400-700    EA284545 

 EASY500/700 -Memory module, extern    EA270884 

 EASY-PC-Programming cable RS232; control relay easy    EA202409 

 EASY400-Switched power supply 100-240VAC/24VDC, 1,25A, 1phase    EA212319 

 EASY800PC cable for programming    EA256277 


